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Overhead Services

RAIN TIGHT
SERVICE HEA

MAST-TYPE — orflo. 6 AWG
5"%%ﬁtinuous ; EXCEPTIQN Limited
rigid metal - -2" Iqads. of single branch
conduit (Not CONDUIT circuit No. 12 AWG
aluminum CLAMP hard-drawn copper.
or EMT) : Section 230-23
C e = 2" REQUIRED
10" Above grade ?E; CONDUIT DRIP LOOPS
or patio CLAMP Service entrance
‘ | conductors connected to
12" Above service drop conductors
driveway — _—— — BYPASS below service head or
S'; METER below termination of
BASE service entrance
Approved cable shealth. ’
type Section 250-54()
| 200Amp GROUNDED
1 CONDUCTOR
4' Minimum & (NEUTRAL)
5'6" Maximum } Minimum size
Local utility ; Section 230-23(b)
requirement i
|
- CAULKING /

\’(LI:/
18"
Minimum

42"
Maximum

RAIN TIGHT

CONDUCTORS
OF DIFFERENT
POTENTIALS
Separate openings

SERVICE HEAD
Section 230-54(a)

<<

MINIMUM
SERVICE DROPS
No. 8 AWG copper

N

a
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LB DRAIN—— 7
HOLE 1’«-: ,0-0\‘:;-'
R % e
o e e
— — GROUNDING
A BUSHING
] I SERVICE

/

in service head
Section 230-54(c)

/
_—
3" Minimum
+= to window - =>
Type SE
cable
RAIN TIGHT
—"1 CONNECTIONS
Keep water from
- service equipment
Section 230-54(g)
4" Minimum
5'6" Maximum
Local utility
requirement

\
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Service Panel ~

I

1/2" Diameter,

INSIDE
PANEL

ISOLATED

NEUTRAL

TO STREET

«= APPROVED
GROUNDING &= NO. 6
BUSHING I
MAINS - i COPPER WIRE — GROUND ROD
N.E.C. Section 384-16
8' Long
BREAKERS
<= NEUTRAL
BAR
BONDING _
STRAP
WIRE
Sized to N.E.C.
l-APPROVED CLAMPs| Table 250-66
| |1
| N — ——
BOND AROUND TO STREET
UTILITY WATER METER
Service Panel with Required Disconnect
Section 230-70 Disconnecting Means
—
[ <= METER
PVC OR EMT
MAIN CONDUIT GROUND -
=. SERVICE l STRIP
DISCONNECT
NEUTRAL BAR '
: ; EQUIPMENT GROUNDING
Bonding screw in CONDUCTORS
Run with service or feeder
WIRE conductors
Sizedto NLE.C. Sizein
Table 250-66 Section 250-66
N
A GROUNDING ELECTRODE APPROVED CLAMP
CONDUCTOR(S)
«= NO. 6
COPPER WIRE l |
—
«— APPROVED CLAMP - .. BOND AROUND
* UTILITY WATER
—— GROUND ROD METER

1/2" Diameter,
8' Long
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